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STONE WORKING TOOLS & SUPPLIES 


"BARRE" Stone Working Tools are the culmination of sixty years 
of experience, during which time nothing has been left undone to 
perfect them. For simplicity of construction, accuracy of design, 
effectiveness in operation, and suitability of material, they stand in 
the forefront of all other tools for their purpose. Long and critical 
use reveals in them the care which goes into every feature of their 
manufacture, and the exacting inspection which accompanies their 
production by the most modern machinery and processes, and labor 
of the highest skill. Up to date heat-treating equipment and scien- 
tific testing machines assure all tools having the proper treatment 
before going into service thus prolonging their life and giving 
greater operating economy to the user. This catalog presents for 
handy reference, the complete line of "BARRE" tools and supplies. 


Where repairs or replacements are necessitated in "BARRE" stone 
working tools by misuse, abuse, or neglect, we cannot assume 
responsibility, but we do guarantee every tool to be free from 
material defects or faulty workmanship and to give steady and 
satisfactory service under proper care. 


TROW AND HOLDEN COMPANY 

BARRE. VERMONT 



PNEUMATIC CARVING TOOLS 



Type A Size A 


STONE 


THE "BARRE" SHORT STROKE 
PNEUMATIC CARVING TOOL 

This is the original "BARRE" pneumatic tool, 
identical in form and structure with the first one 
made. It has been in use for over fifty years and 
is still unexcelled for its effectiveness on the finest 
type of work. 


SPECIFICATIONS 

SIZE "A" 


Dia. of Piston 7 / q " 

Outside Dia lW' 

Length overall 6 7 / q " 

Wt. in lbs. & ozs 2 - 8 

Sized Shank used 

Air Consumption, cu. ft 4 


PARTS LIST: 

No. 2 Cap 
No. 3 Gasket 
No. 5 Sleeve 


No. 6 Piston 

No. 7 Cylinder 

No. 8 Nose Bushing 



WORKING TOOLS 

0 *■ h; ' • , V - A'" 
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PNEUMATIC CARVING TOOLS 




1" and 1 V 4 ' Tool 


THE "BARRE" NEW STYLE LONGSTROKE 
PNEUMATIC CARVING TOOL 

These new streamlined Pneumatic Carving 
Tools, made in four sizes, are the utmost in 
simplicity of design and economy of opera- 
tion, having only four parts. They are 
valveless and have solid hammers, assur- 
ing longer wear with a minimum of up- 
keep. The larger sizes are suitable for 
heavier cutting and building work while 
the two smaller sizes are recommended for 
the finest carving on either marble or 
granite. 


SPECIFICATIONS 


SIZES 



5 / 8 " 

%" 

r 

T/4" 

Dia. of Piston 

5 /s" 

%" 

i" 

1 Va " 

Outside Dia 

w 

1%" 

1 %" 

2" 

Length Overall 

5Va" 

6" 

7%" 

8 3 / 4 " 

Wt. in lbs. & ozs. 

Vi 

1-9 

3-7 

5-2 

Size Shank Used 

y 2 " 

w 

'A" 

5 /s" 

Air Consumption, 





cu. ft 

3 

4 

6 

8 

PARTS LIST: 





No. 1 Cap 

No. 3 

Piston 


No. 2 Cylinder 

No. 4 

Nose Bushing 


No. 5 

Gasket 




5 /s" and %" Tool 



TROW AND HOLDEN COMPANY 
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PNEUMATIC HAMMERS 


TROW AND HOLDEN COMPANY 


This tool is adapted to many operations for which no 
other machine is exactly suited and is considered the 
one indispensable tool in any shop. Its vertical throttle 
handle is an original and desirable feature as a natural 
pressure of the hand downward opens the air supply 
and removal of the hand from the tool shuts it off, thus 
decreasing air consumption and saving wear as the 
tool operates only when cutting. This feature also 
lessens the expense of breakage since most breakage 
occurs when the hammer is allowed to pound against 
the shoulder of the cylinder while tool is running idle. 



THE "BARRE" PNEUMATIC 
HAND SURFACING TOOL, 
SIZE BX 


Tools for use Page 20 
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THE “BARRE” 

PNEUMATIC HAND SURFACING TOOL, SIZE BX 


Specifications 

Diameter of Piston 

Length overall, with throttle 

Length overall, without throttle 

Weight 

Size of shank used 

Air Consumption, cu. ft 


lVs" 

15” 

10 ” 

IOV 2 lbs. 

n /l6" x21/2 " 

20-25 cu. ft. 


Part List 


No. 1 Nipple Bushing 

No. 2 Cap 

No. 3 Valve 

No. 4 Valve Box 

No. 5 Valve Box Plate 

No. 6 Piston 

No. 7 Cylinder 


No. 8 Nose Bushing 

No. 9 Dowel Pin 

No. 10 Throttle 

No. 11 Throttle Spring 

No. 13 Latch 

No. 14 Latch Spring 



STONE WORKING TOOLS 


Always give serial number of tool when 
ordering parts. This machine can be fur- 
nished without throttle for use in frame if 
so desired. 
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AMMERS 


THE "BARRE" PNEUMATIC 
PLUG DRILLER, SIZE PDS 

Tools for use Page 21 


TROW AND HOLDEN COMPANY 


The Plug Driller is made expressly for drilling plug and Lewis holes, core cutting and hand 
channeling. It is equipped with an automatic throttle which opens on a downward pressure 
of the hand and shuts off the air when the hand is released. All parts are accurately ground 
to a standard and are interchangeable. 
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THE BARRE 

PNEUMATIC PLUG DRILLER, SIZE PDS 


Part List 


No. 1 .Nipple Bushing 

No. 2 Cap 

No. 3 Valve 

No. 4 Valve Box 

No. 5 Valve Box Plate 

No. 6 Piston 

No. 7 Cylinder 

No. 8 Nose Bushing 

No. 9 Dowel Pin (2) 

No. 10 Throttle Valve 

No. 11 Handle 

No. 12 Fibre Washer 

No. 13 Exhaust Nipple (not shown) 

No. 16 Side Rod Plate 

No. 17 Side Rod (2) 

No. 18 Side Rod Spring (2) 

No. 19 Side Rod Nut (2) 



Always give serial number 
of tool when ordering parts. 


STONE WORKING TOOLS 

ilWHH II nil fir 

Specifications 

Diameter of Piston Size of shank used 11 ie x 2Ya 

Length overall 18" Air consumption 30 cu. ft. 

Weight of tool 25 lbs. 
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PNEUMATIC SURFACERS 

THE “BARRC” 

PNEUMATIC SUBFACER TOOLS 


Specifications 

Diameter of Piston — 

Weight of Piston 

Outside diameter of cylinder 

Outside diameter of cap 

Length overall 

Total weight 

Size of shank used 

Air consumption 

Size of hose required 


JS 

Size 

SS 

LLS 

1 3 A" 

2V 4 " 

3" 

2V 4 lbs. 

5 lbs. 

10 lbs. 

2%" 

3V2" 

4%" 

4" 

4V 4 " 

5y 2 " 

14" 

15V 2 " 

21 y 2 " 

23 lbs. 

35 lbs. 

80 lbs. 

L" x 4 3 A" 

iy 4 " x 5y 2 " 

iy 2 "x7y 2 " 

40 cu. ft. 

50 cu. ft. 

90 cu. ft. 

y 2 " 

5 /s" 

%" 


PORTABLE SLIDING BAR SURFACER TYPE A 


Frame Specifications SS LS 

Base 30 x 30 36 x 36 

Standard, double thick tubing 4" dia. 5 dia. 

Total height 8'-0" 10 -9 

Carrier Bars, cold rolled steel 8'-0" 10-6 

Working distance of head clear of base 5'-6" 7 -6 

Net weight 700 lbs. 1375 lbs. 

Shipping weight 900 lbs. 1650 lbs. 

Shipping weight with equipment 960 lbs. 1750 lbs. 


Tools for use with this machine are listed on pages 22-23. 

_ 

TROW AND HOLDEN COMPANY 
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PORTABLE CRANE SURFACER, TYPE B 



Frame Specifications 

Base 

Standard, double thick tubing 

Total height 

Carrier Bars, cold rolled steel, length 
Working distance of head clear of base 

Net weight 

Shipping weight 

Shipping weight, with equipment 

Tools for use with this machine are listed on pages 22-23. 


STONE WORKING TOOLS 


ss 

LS 

30" x 30" 

36" x 36" 

4" dia. 

5" dia. 

8'-0" 

10'-9" 

8'-0" 

10-0" 

5'-6" 

7'-4" 

690 lbs. 

1400 lbs. 

790 lbs. 

1625 lbs. 

850 lbs. 

1725 lbs. 
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STATIONARY CRANE SURFACER, TYPE C 



Frame Specifications 

Standard, double thick tubing 

Height, with lower hanger 2 ft. from floor 
Carrier Bars, cold rolled steel, length 

Working travel of head 

Net weight 

Shipping weight 

Shipping weight, with equipment 


ss 

LS 

4" dia. 

5" dia. 

8'-2" 

12'-0" 

8'-0" 

lO'-O" 

5'-6" 

7'-4" 

.. 425 lbs. 

825 lbs. 

.. 540 lbs. 

1025 lbs. 

.. 600 lbs. 

1125 lbs. 


TROW AND HOLDEN COMPANY 
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STATIONARY CRANE SURTACER, TYPE C 

Junior 


Tools tor use with this machine 
are listed on pages 22-23. 


STONE 



Frame Specifications 

Standard, solid steel shafting 

Height, lower hanger 2 ft. from floor 

Carrier Bars, cold rolled steel, length 

Working travel of head Horizontal 6'-2 ', 

Net weight 

Shipping weight 

Shipping weight, with equipment 


Size JS 
.... 1 15 /iq" dia. 

8 '- 2 " 

8 '- 0 " 

Vertical 4'-3" 

260 lbs. 

360 lbs. 

400 lbs. 


WORKING TOOLS 


ii 



SLIDING BAR SURrACER, TYPE A 


Part List 


Name of Part 


Number 

Required 


Part 

Number 


Name of Part 



1 

Axle 

2 

18 

Ratchet 

2 

Truck Wheel 

4 

19 

Pawl 

3 

Base 

1 


Pawl Stud Bolt 

4 

Standard 

1 


Pawl Spring 

5 

Collar 

1 

20 

Wheel Arbor, Long 

6 

Mast Cap 

1 


Adjusting Screw 

7 

Rope Sheave 

1 

21 

Wheel Arbor, Short 


Rope Sheave Pin 

1 

22 

Carrier Wheel, Plain 

8 

Hose Sheave 

1 


Carrier Wheel, 

9 

Hose Sheave Stud ... 

1 


Flanged 

10 

Steel Balls, SS 35 LS 

44 

23 

Carrier Bar 

11 

Hoisting Rope 

1 

24 

Toolholder 

12 

Ring, Right Hand 

1 

25 

Toolholder Bolt 

13 

Ring, Left Hand 

1 

26 

Toolholder Plate 

14 

Shoe 

4 

27 

Handle 

15 

Girt 

4 




Girt Screw 

4 

28 

Toolholder Bar Bolt 


Side Adjusting Screw 

4 


Handle Bolt, SS-0,LS 

16 

Windlass 

1 

29 

Rear Bar Spacer 

17 

Hand Wheel 

1 


Front Bar Spacer 


Number 

Required 

1 


In ordering parts, state whether size SS or LS. 


TROW 


& HOLDEN COMPANY 


Part List — Sizes JS, SS, and LLS 

No. 1 Nose 

No. 2 Cap 

No. 3 Valve 

No. 4 ...Valve Box 

No. 5 Valve Box Plate 

No. 6 Piston 

No. 7 Cylinder 

No. 8 ...Nose Bushing 

No. 9 Dowel Pin 

No. 10 ...Cylinder Bushing 
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PORTABLE CRANE SURFACER, TYPE B 



In ordering parts, state 
whether size JS, SS, or LS. 


Part List 


Part Number Part Number 

Number Name ot Part Required Number Name of Part Required 


Part Number 

Number Name of Part Required 


1 

Axle 

1 

13 

Carrier Bar Bolt 

2 

28 

Carrier Wheel Arbor 

4 

2 

Truck Wheel 

4 


End Hoist Bolt 

2 

29 

Lower Flange Wheel 

4 

q 

Seise 

1 

14 

Shoe 

4 

30 

Upper Flange Wheel 

4 

o 


1 

15 

Shoe Adjusting 


31 

Toolholder Plate 

1 

4 

Standard 

1 


Screw 

4 

32 

Toolholder Bolt 

2 

5 

Collar 

1 


Side Adjusting Screw 

4 

33 

Handle 

1 

6 

Mast Cap 

1 

16 

Windlass Arbor 

1 

34 

Post Hanger 


7 

Rope Sheave SS-3 LS 

5 


Windlass Drum Arbor 

1 


(Type C) 

2 


Rope Sheave Pin 

2 

17 

Hand Wheel 

1 


Tie Rod (Type C) 

1 


Rope Sheave Cap 


18 

Ratchet 

1 

50 

End Hoist Frame 

1 


Screw 

1 

19 

Pawl 

1 

51 

End Hoist Drum 

1 

8 

Hose Sheave 

1 

20 

Windlass Drum 

1 

52 

End Hoist Drum 
Arbor 

1 

9 

Hose Sheave Stud Bolt 

1 

21 

Windlass Large Gear 

1 

53 

Worm Gear 

1 

10 

Steel Balls SS-35, LS 

44 

22 

Windlass Small Gear 

1 

54 

Worm 

1 

11 

Hoisting Rope 

1 

23 

Carrier Bar 

2 

55 

Worm Arbor 

1 

12 

Carriage 

1 

27 

Toolholder 

1 

56 

Crank 

1 


TONE WORKING TOOLS 
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CARBIDE TOOLS FOR USE WITH PNEUMATIC 
CARVING AND LETTERING TOOLS 



"J" Four Point Tooth Chisel 

Heavy, with solid shaped tips 


1-1212 

1-5812 

J-5858 

J-3412 


J-3458 

B. X. Hand Surfacer 
J. S. Surfacer 
S. S. Surfacer 



"C" Machine Chisel 

Roughing, with " thick tips 
Finishing, with Vs" thick tips 

C-1212 

C-5812 

C-5858 


C-3812 

C-1212 

C-5812 

C-3412 

C-3458 



"D" Splitter or Cape Chisel 

With finishing tip 

D-1212— y 4 " Blade 
D-5812— y 4 " Blade 



"F" Cleaning Up Chisel 

F-1212 with %" wide Blade 
F-1212 with 1" wide Blade 
F-5812 with 7 /s" wide Blade 
F -581 2 with 1" wide Blade 
F-5812 with 1 l U " wide Blade 
F-5812 with IV 2 " wide Blade 


"E" Carver's Drill 

E- 1212 with Vs", % 6 ", V*", or 3 /8” blade 
E-5812 with l U" or 3 /s" blade 


TROW AND HOLDEN COMPANY 
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"G" Ripper 

Four Teeth 

G-5812 G-5858 



9 Point Tooth Chisel 

J-5812-9 J-3412-9 

J-5858-9 J-3458-9 


Hollow Plug Drill Bit 

3 /»" Sq. Regular Shank or %" Hex. Shank 



Cup Chisel 

15 / 1 e" Round stock with V 2 " shank 
1 r, i(;" Round stock with %" shank 


HAND TOOLS 







Hand Chisel 

%" Stock z k" Stock 

V 2 " Stock 7 /s" Stock 

5 /s" Stock 



Pitching Tool 

1 " Stock with 2" blade 

1 V 8 Stock with 2" blade 
IV 4 " Stock with 2" blade 
1 3 /8 " Stock with 2" blade 



Hand Chipper 

Stock with IV 4 " blade 
7 k" Stock with IV 2 " blade 
%" Stock with \ z k" blade 
1 " Stock with 2 " blade 



Hand Tracer 


1 " Stock with 2" blade 

1 Vs " Stock with 2" blade 
\ z /b" Stock with 3" blade 


STONE WORKING TOOLS 
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GENERAL INFORMATION FOR GRINDING 
AND SHARPENING CARDIDE TIPPED TOOLS 


"Trowco” Stone Cutting Tools will cut faster and 
stay sharp longer — but will provide this extra 
service ONLY SO LONG AS YOU GIVE THESE 
TOOLS THE PROPER CARE IN USE AND RE- 
SHARPENING. The carbide tips are brittle, lack 
elasticity and must be used carefully to avoid 
chipping. Care must be observed in grinding to 
avoid local heating of the tools which may cause 
"crazing”, minute cracks or actual heat cracks, 
which will shorten the life of the cutting edge. 

Observe the following rules and your 
"Trowco'" stone cutting tools will outlast 
conventional cutting tools TEN to ONE. 

© Don't throw them around carelessly — they chip 
easily. 

• When grinding the carbide tip don't bring the 
edge to knife sharpness or it will chip. Leave the 
edge just a little blunted. 


• Don't use an ordinary wheel for grinding carbide. 
Use a silicon carbide or diamond wheel for the 
carbide and an ordinary wheel for the steel. See 
wheel specifications recommended below. 

• Don't grind down the steel sidewalls unneces- 
sarily or taper the carbide tip too thin. 

• Keep the tool constantly in motion while grinding 
to avoid over-heating. 

© Don't use too much pressure. Cut air pressure 1/3 
and see how easily you can go through your work. 

® Never quench the carbide tip in water to cool it 
after grinding as this may cause cracking. 

• Don't allow the tool to wobble or chatter while 
grinding. 

• Best results are obtained with a peripheral wheel 
speed of 5000 to 5500 s.f.p.m. and with a good 
ball-bearing bench-grinder. 

• Keep wheels trued and in balance. 



BAY STATE 


CARBORUNDUM 


NORTON 


39C80-J7V 


Silicon Carbide 


6” EXCELLO 
CUP WHEEL 


Diamond 


SHARPEN "TROWCO” STONE CUTTING TOOLS 
WITH "ALL-IN-ONE” GRINDING EQUIPMENT 

Although many equally good carbide tool grinders are available, 
we recommend "All-In-One" Grinding and Lapping Equipment for 
use in sharpening your "TROWCO" Stone Cutting Tools. This fine 
equipment available either with or without base from our stock 
includes these features: 

• Work tables easily and quickly adjustable for peripheral grind- 
ing on straight wheels, or grinding and lapping on cup wheels. 

• Capable of accurately producing any form of tool tip and dupli- 
cating it at any future date. 

• High grade, 110 volt, electric motor with SKF ball bearings. 
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• Vertical adjustment of Wi" in work tables which enables tools 
of different heights of shanks to be ground with cutting edge 
level with wheel center. 


TROW AND HOLDEN COMPANY 


TOOLS FOR USE WITH PNEUMATIC 
CARVING AND LETTERING TOOLS 



Made in two grades , A & B. Order by 
size number and specify grade. 


Machine Chisel Blank 



Regular 

Length 8 to 9 inches 


Size 

Size of 

Size of 

Weight 

Number 

Stock 

Shank 

per 100 

*A-3838 

%" 

%” 

30 lbs. 

*A-3812 

%" 

V 2 " 

37 " 

*A-1238 

V 2 " 

%” 

55 " 

A-1212 

w 

V 2 " 

60 " 

A-5812 

%" 

y 2 " 

80 " 

A-5858 

%" 


88 " 

A-3412 

%" 

y 2 " 

95 " 

A-3458 



100 " 



Made in two grades , A & B. Order by 
size number and speciiy grade. Can 
also be iurnished in other lengths be- 
tween shanks to order. 



Made in two grades, A & B. Order by 
size number and speciiy grade and if 
wanted dull or sharp. 


Double Shank Blank 


4 V 2 to 5 inches between shanks 


Size 

Size of 

Size of 

Weight 

Number 

Stock 

Shank 

per 100 

B- 1212 

y 2 " 

y 2 " 

62 lbs. 

B-5812 

5 /s" 

y 2 " 

85 " 

B-5858 



95 " 

B-3412 


y 2 " 

110 " 

B-3458 



115 " 


Machine Chisel 


Regular length 9 inches 
Longer lengths at slight extra cost 


Size 

Size of 

Size of 

Weight 

Number 

Stock 

Shank 

per 100 

*C-3838 

%" 


33 lbs. 

*C-3812 

w 

y 2 " 

38 " 

*C-1238 

y 2 " 


55 " 

C-1212 

%■" 

y 2 " 

60 " 

C-5812 

5 /s" 

y 2 " 

83 " 

C-5858 



88 " 

C-3412 

3 / 4 " 

y 2 " 

95 " 

C-3458 

3 U" 

5 /b'' 

100 " 


Made in two grades, A & B. Order by 
size number and speciiy grade and if 
wanted dull or sharp. 


Made in two grades, A & B. Order by 
size number and specify grade and if 
wanted dull or sharp. 


Splitter or Cape Chisel 

Regular length 8 V 2 to 9 inches 


Size 

Size of 

Size of 

Weight 

Number 

Stock 

Shank 

per 100 

*D-3838 

%” 

%" 

30 lbs. 

*D-1238 

y 2 " 

%" 

45 " 

D-1212 

y 2 " 

y 2 " 

52 " 

D-5812 

5 / b " 

y 2 " 

75 " 

D-5858 

5 / b " 

5 /s" 

80 " 

i Carvers 

Drill 




Regular length 

10 inches 


Size 

Size of 

Size of 

Weight 

Number 

Stock 

Shank 

per 100 

E-1212 

y 2 " 

y 2 " 

60 lbs. 

E-5858 

5 / 8 " 

5 /s" 

80 " 


*Made to order only. 


STONE WORKING TOOLS 
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TOOLS FOR USE WITH PNEUMATIC 



Cleaning Up Chisel 


Regular length 9 inches 


Size 

Size of 

Size of 

Width of 

Weight 

Number 

Stock 

Shank 

Blade 

per 100 

F-1212 

w 

w 

1" 

60 lbs. 

F-5812 

s/e" 

y 2 " 

i-y 2 " 

80 " 

F-5858 

s/e" 

s/e" 

i-y 2 " 

85 " 


Made in two grades, A & B. Order by size number and specify if 
wanted dull or sharp. Can be furnished in wider blades at list 


price of Marble Cutting Chisels page 19 if desired. 



Double Blade Chisel 


Regular length 8 to 8 V 2 inches 


Size 

Size of 

Size of 

Width of 

Number 

Stock 

Shank 

Blade 

H-5812 

% " 

y 2 " 

i-y 4 " 

H-5858 

s/e" 

5 /s" 

i-y 4 " 

H-3412 

%" 

y 2 " 

i-y 2 " 

H-3458 

s/a" 

s/s" 

i-y 2 " 

Made in 

two grades, A & B. 

Order by size number 

and specify 


grade. 



Machine Bush Chisel 


Size 

Opening 

Size of 

Number of 

Number 

for Blades 

Shank 

Blades 

1-58 

3/ 4 " 

s/s" 

4 to 14 

1-12 

3 U" 

y 2 " 

4 to 14 

2-58 

s/s" 

s/s" 

4 to 12 

2-12 

s/s" 

y 2 " 

4 to 12 

3-58 

y 2 " 

s/s" 

3 to 10 

3-12 

y 2 " 

y 2 " 

3 to 10 

4-12 

%" 

y 2 " 

3 to 7 

5-12 

5 /l 6 ” 

y 2 " 

3 to 6 

6-12 

vr 

y 2 " 

3 to 5 

7-12 

vr 

vr 

3 to 5 


Order by size number and specify number of blades. 



Ripper 



Regular 

length 9 inches 


Size 

Size of 

Size of 

Number of 

Number 

Stock 

Shank 

Teeth 

G-1212 

y 2 " 

w 

4, 5, or 6 

G-5812 

s/e" 

vr 

6 

G-5858 

s/s" 

s/s" 

6 

Made in 

two grades, A & B 

. Order by size number 

and specify 


number 

of teeth wanted. 


Marble Lettering Chisel 

Regular length 9 

inches 


Size 

Size of 

Size of 

Weight 

Number 

Stock 

Shank 

per 100 

*K-3838 

3 /s" 

%" 

25 lbs. 

*K-3812 

3 /s" 

vr 

30 " 

*K-1238 

y 2 " 


40 " 

K- 1212 

vr 

y 2 " 

50 " 

Made in 

two grades, A <& B. Order by size number 
grade and if wanted dull or sharp. 

and specify 



Marble Frosting Tool 


Regular length 8 inches 

Number of Number of 


Size 

Size of 

Size of 

Rows of 

Teeth 

Number 

Stock 

Shank 

Teeth 

per Row 

*L-12 

s/s" 

s/e" 

2 

6 

*L-16 

s/s" 

s/s" 

4 

4 

*L-18 

s/s" 

s/e" 

3 

6 

*L-36 

s/s" 

s/s " 

6 

6 

M-16 

y 2 " 

y 2 " 

2 

8 

M-24 

y 2 " 

y 2 " 

3 

8 

M-32 

y 2 " 

y 2 " 

4 

8 

M-36 

y 2 " 

V 2 " 

6 

6 

M-64 

y 2 " 

V 2 " 

8 

8 


Made in Grade A only. Order by size number. 


Carving Tool Channeler 


Number 

Cutting 

Size 

Size 

Thickness 

Thickness 

Size 

Depth 

Stock 

Shank 

of Flat 

of Edge 

N-5812 

6 " 

s/s" 

y 2 " 

y 4 " 

5 /ie" 

N-5858 

6 " 

s/s" 

s/e" 

y 4 " 

% 6 " 


TROW AND HOLDEN COMPANY 
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Made to order only. 


CARVING AND LETTERING TOOLS 

• — j— im j i r ~ ririif iTiir ^ ■ = • - ■ -~ > - 




Nine Point Tooth Chisel 


Regular length 8 V 2 inches 


Size 

Size of 

Size of 

Number 

Stock 

Shank 

1-1212-4 

y 2 " 

V 2 " 

1-5812-4 

5 /s" 

w 

1-5858-4 

%" 

5 /s" 

1-3412-4 

%" 

y 2 " 

1-3458-4 

%" 



Regular length 8 l /j inches 


Size 

Size of 

Size 0 / 

Number 

Stock 

Shank 

1-1212-9 

V 2" 

y 2 " 

1-5812-9 

5 /b" 

y 2 “ 

1-5858-9 

5 /s" 

5 /s" 

1-3412-9 

3 / 4 " 

y 2 " 

1-3458-9 

3 / 4 " 




Four Point Tooth Chisel 


Regular length A l h inches 


Size 

Size 0 / 

Size of 

Number 

Stock 

Shank 

J-1212-4 

y 2 " 

y 2 " 

J-5812-4 

5 /s" 

y 2 " 

J-5858-4 

5 /s" 

5 /b" 

J-3412-4 

3/4" 

y 2 " 

J-3458-4 

3/4" 

5 /e" 


« 




Nine Point Tooth Chisel 


Regular length 4V2 inches 


Size 

Size oi 

Size oi 

Number 

Stock 

Shank 

J-1212-9 

W 

y 2 " 

J-5812-9 

%" 

y 2 " 

J-5858-9 

5 /b'' 


J-3412-9 

3 / 4 " 

y 2 " 

J-3458-9 

3/4" 




Marble Cutting Chisel Marble Tooth Chisel 


Size 

Width of 

Size 0 / 

Size 0 / 

^ Size 

Width oi 

Size oi 

Size oi 

Number 

Blade 

Stock 

Shank 

N umber 

Blade 

Stock 

Shank 

3 /4-12 

3 / 4 " 

y 2 " 

y 2 " 

3 /4-12 

3 / 4 " 

y 2 - 

y 2 " 

1-12 

1" 

y 2 " 

y 2 " 

1-12 

1" 

y 2 " 

y 2 " 

1-V4-12 

i-y 4 " 

y 2 " 

y 2 " 

1-V4-12 

1 -VT 

y 2 " 

y 2 " 

1-V2-12 

i-y 2 " 

y 2 " 

y 2 " 

1-V2-12 

i-y 2 " 

y 2 " 

y 2 " 

l- 3 /4-12 

1-3/4" 

5 /s" 

y 2 " 

1-3/4.12 

1-3/4" 

%" 

y 2 " 

2-12 

2" 

%" 

y 2 " 

2-12 

2" 

5 /s" 

y 2 " 

2-58 

2" 

5 /s" 

5 /s" 

2-58 

2" 

5 /b" 

5 /s" 

2-V2-12 

2 -y 2 " 

5 /s" 

y 2 " 

2-V2-12 

2 -y 2 " 

5 /b" 

y 2 " 

2-y 2 -58 

2 -y 2 " 

%" 

5 /s" 

2-y 2 -58 

2-y 2 - 

5 /s" 

5 /s" 

3-12 

3" 

3/4" 

y 2 " 

3-12 

3" 

3/4" 

y 2 " 

3-58 

3" 

3/4" 


3-58 

3" 

3/4" 

5 /b" 


All tools on this page made in A & B Grades. Order by size number and speciiy grade. 
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TOOLS FOR USE WITH 
PNEUMATIC HAND SURFACER 



Tooth Chisel 

Made of %" stock, n /l6" shank, 6 inches overall 

Size Number BX-4, Four Teeth 
Size Number BX-9, Nine Teeth 

Made in two grades, A & B. Order by size 
number and specify grade. 



Double Blade Chisel 

Size Number BX-34, length 8V2 inches, %" stock, 
11 / 16 # ' shank 

Size Number BX-78, length 6 inches, 7 /s" stock, 
n/ie” shank 

Made in two grades, A & B. Order by size 
number and specify grade. 



Bush Chisel 


Plug Drill Bit 


Size Number BX, 3 /a" opening, shank, 

4 to 14 blades 


Size Number BX, made of 5 /s" stock, 11 / ^ 6 " shank, 
15 inches long, drawn to %" bit 


Specify number of blades when ordering. 


Made in two grades, A & B. Order by size 
number and specify grade. 
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TOOLS FOR USE WITH 
PNEUMATIC PLUG DRILLER 





Plug Drill Bit 

Regular Length 17 Vi to 18 inches — Shanks n /ie" x 2Vi" , tempered 




Size of 

Size Wedges 


Size 

Size of 

bit end 

and Shims 

Weight 

Number 

Stock 

dull 

used with 

per 100 

34-QR 

%" Qr Oct 

Vie" 

5, 6, & 7 

200 lbs. 

34-QS 

3 U" Qr Oct 

1 %2 > ' 

2, 3, & 4 

200 lbs. 

34-SR 

z k" square 

9 /ie" 

5, 6, & 7 

200 lbs. 

34-SS 

%" square 

1 %2 << 

2, 3, & 4 

200 lbs. 


Made in two grades, A & B. Order by size number, specify grade and if wanted dull or sharp. 



Channeling Tool 


Shank n/ 16 " x 2 Vz" 


Size 

Cutting 

Size of 

Thickness 
of Flat 

Thickness 
of Cutting 

Number 

Depth 

Stock 

Section 

Edge 

No. 1 

6” 

% " 

Vs" 

Vie" 

No. 2 

6" 

15 /ie" 

Vi" 

%" 

No. 3 

12" 

Vs" 

Vs" 

Vie" 


Made in Grade A only. Order by size number and specify if wanted dull or sharp. 
To cut channel 6 inches deep or less, use No. 1 only. 

To cut channel 6 inches to 12 inches deep, use No. 2 and follow with No. 3. 
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TOOLS FOR USE 

WITH SURFACING MACHINES 



Surfacer Tooth Chisel 


Size 

Size of 

Size of 

Length 

Number 

Stock 

Shank 

Overall 

J.S. 

1-V8" Square 

1 " X 4 -V 2 " 

7 l k" 

s.s. 

l- 3 /8" Square 

1-V4"x5-V2" 

11 " 

L.S. 

I-V 2 " Square 

I-V 2 " X 7 -V 2 " 

13 " 


Made in two grades, A & B. Peerless Extra Steel is used tor the Grade A tools and Black 
Diamond Steel tor the Grade B Tools. Order by size number and specify grade. 



Surtacer Cross Bit Drill 


Size 

Size of 

Drilling 

Size of 

Number 

Shank 

Length 

Bit 

SS-12 

I-V 4 " X 5 -V 2 " 

12" 

l-%" 

SS-18 

I-V 4 " X 5 -V 2 " 

18" 

l-%" 

LS-12 

1 -V2"x7-V2" 

12" 

2-V4" 

LS-18 

I-V 2 " X 7 -V 2 " 

18" 

2- Vs" 

LS-24 

1 -V 2 " x 7-W 

24" 

2 " 


Furnished in 

Grade A only. 




Surtacer Channeling Tool 


Size 

Size of 

Cuffing 

Size of 

Number 

Shank 

Length 

Bit 

js -12 

1 "x4-V 2 " 

12" 

1-V2"X H/ 16 

JS-18 

1 " x 4 -V 2 " 

18" 

1 - V 2 ' ' X S /8 ' 

SS-12 

I-V 4 " x 5 -V 2 " 

12" 

2 -V 2 " X %' 

SS-18 

1-V4"X5-V2" 

18" 

2 -V 2 " X 3 /4' 

LS-12 

I-V 2 " X 7 -V 2 " 

12" 

3 "xl ' 

LS-18 

1 - V 2 X 7 -V 2 " 

18" 

3 "x 7 /8 ; 

LS-24 

1-V2" X 7-V2'' 

24" 

3 "x 
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BOLTLESS SURFACES BUSH CHISEL 

PATENTED 



Size C 


In the "Trow & Holden" Boltless Surfacer Bush Chisel, the cuts 
are held in place by a V-Shaped Key or Wedge in the center, 
and as it is not necessary for the cuts to be a tight fit, they can 
be removed and replaced very easily and quickly. The blades 
rest on an alloy steel gib provided with flanges on each end 
to prevent any side movement of them. For many years this 
chisel has been the standard throughout the country. 

Great care is used in the manufacture of blades for this chisel 
and we suggest that they be ordered only from us to insure 
their properly fitting the chisel and thereby obtaining the 
best results. 

Size A 

Opening of jaws , 2", shank JV 2 " x 7 V 2 " 

For use with our size LS Surfacer and large surfacers of 
other makes 


Size 

Number 

Number of 

Blades 

Termed 

A-4 

4 

Coarse 4 cut 

A-6 

6 

4 cut 

A-12 

12 

6 cut 

A-16 

16 

8 cut 

A-24 

24 

10 cut 

A-30 

30 

12 cut 


Size E 


Opening of jaws 1 1 U" , shank 1 W x 5 V 2 " 

For use with our size SS Surfacer and small 
and junior surfacers of other makes 


Size 

Number 

Number of 

Blades 

Termed 

C-4 

4 

4 cut 

C-8 

8 

6 cut 

C-12 

12 

8 cut 

C-16 

16 

10 cut 

C-20 

20 

12 cut 


Opening of jaws 1 " , shank 1" x 

For use with our size ]S Surfacer , and baby 
or midget surfaces of other makes 


Size 

Number 

Number of 
Blades 

Termed 

E-4 

4 

4 cut 

E-8 

8 

6 cut 

E-10 

10 

8 cut 

E-12 

12 

10 cut 

E-16 

16 

12 cut 




HOLLOW DRILL STEELS 




Hollow Steel Drills 

Made in 7 /s" and 1" Hexagon. 

Specify size of steel wanted when ordering, also size of bit, size of shank, and drilling length. 
See price sheet for regular sizes. 

Hollow Drill Steel 

A large stock of "Crusca" Hollow Drill Steel is carried at all times in the following sizes: 

7 /s" and 1" Hexagon, 1", lVs" and IV4" Round. 

Also 3" x z k" Broaching Steel in special cut lengths or random. 

Prices on application. 



Steels lor Detachable Bits 

New steels in 7 /s" and 1" Hexagon and 1", lVs" and IV4" round can be furnished for either of the 
following standard bits: 

Timken "B" and "D" 

Crusca "K" and "C" 

Ingersoll-Rand Type "1" and "2" 

Repair work on shanks and threads for any of the above bits promptly done. 

See price sheet lor prices on various sizes and drilling lengths. 
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A 


TOOLS 


ND CUTTING 



Hand Point and Hand Chisel 

Regular length Points, 8 to 9 inches, Chisels 7 V 2 to 8 inches 



Average Weight 

Average Weight 

Size 

of Points per 

of Chisels per 


hundred 

hundred 

%" 

30 lbs. 

25 lbs. 

V 2 " 

50 " 

45 " 

%" 

85 " 

80 " 

3/4" 

125 " 

115 " 

Vs" 

175 " 

160 " 

15 /l6" 

200 " 

175 " 

1 " 

225 " 

200 " 


Made in two grades, A & B. When ordering specify size, grade, 
and if wanted dull or sharp. 



Hand Tracer 


Size Size of Width of 

Number Stock Blade 

%" %" I-V 2 " 

7/g" 7/ 8 " l-%" 

1 " 1 " 2 
l-Vs" l-Vs" 2-V4" 

I- 1 / 4 " 1-V4" 2-%" 

1-3/s" l-%" 3 " 


Made in Iwo grades, A & B. Order by size and specify grade. 



Hand Chipper 



Size 

Number 

Size of 
Stock 

Width of 

Blade 

Vs" 

Vs" 

1 " 

Vs" 

Vs" 

1 - V 4 

3 / 4 " 

3 / 4 " 

I-V 2 " 

Vs" 

Vs" 

l-%" 

1 " 

1 " 

2 " 

Made in two grades, A & B. 

Order by size 

and specify grade. 



Hand Set or Pitching T ool 


Size 

Size of 

Width of 

Number 

Stock 

Blade 

3 / 4 " 

%" 

l-%" 

Vs" 

Vs" 

I-V 2 " 

1 " 

1 " 

l-%" 

l-Vs" 

l-Vs" 

l- 7 /s" 

1-V4" 

1 -V 4 " 

2 " 


Made in two grades, A & B. Order by size and specify grade. 


Hand Plug Drill 

Regular length about 17 inches 


Size 

Number 

%-R 

%-S 

Made in two grades, 


Diameter of 
Bit End 
Dull 



Average Weight 
per hundred 

200 lbs. 
190 lbs. 


Size Wedges 
and Shims 
used with 


4, 5, 6 , & 7 
2, 3, & 4 


A & B. When ordering specify size, grade, and if wanted dull or sharp. 
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HAND 


CUTTING TOOLS 





Hand Bush Hammer 

You will find the "Trow & Holden' Patented Bush Hammer a superior tool and one 
which you will be entirely satisfied with. The cuts rest on an alloy steel gib which 
construction produces an unusually lively working hammer. All cuts are made of the 
best tool steel obtainable and the workmanship and finish make it the most service- 
able tool of its kind on the market. 

Cuts for Refilling Old Bush Hammers 

When new cuts are needed for refilling other makes of bush hammers, either send 
the pole to us or send an outline drawing of one of the old cuts showing location of 
the bolt holes and state the exact opening of the jaws. 


Size 

Opening of 

Cuts per 


Number 

jaws 

End 

Weight 

1-H 

1" 

4 

10V2 lbs. 

1-L 

15 /ie" 

4 

10 

2-H 

%" 

6 

9V 2 " 

2-L 

13 /i 6 " 

6 

9 

3-H 

13 /xg" 

8 

7V 2 " 

3-L 

%" 

8 

7 

4-H 

n /l6" 

10 

6V 2 " 

4-L 

%" 

10 

6V4 " 

5-H 

s / 8 " 

12 

5 

5-L 

9 /ie" 

12 

4% " 


Order by size number and specify number of blades wanted if other than regular. 


Scotia Hammer 


Solid Tooth Bush Hammer 


Same construction as Bush Hammer listed above except- 
ing that countersunk head bolts are used, leaving one 
side of the pole free from projecting bolt heads. 


Size 

Number 

Opening of 
Jaws 

Weight 

Cuts each 

End 

No. 6 

Vz" 

4V 2 lbs. 

5 & 7 

No. 7 

%" 

3V4 " 

4 & 6 

No. 8 

w 

2 

4 & 6 


The Number 8 Scotia Hammer is made with one bolt only 
in each end. 


(For concrete and soft stone) 


Size 

Number 

Approximate 

Length 

Approximate 

Weight 

Number of 
Teeth 

i-y 2 " 

6 ff 

3V 2 lbs. 

25 & 36 

1-%" 

6V 2 " 

5V 2 " 

25 & 36 

2 " 

7 " 

7Vz " 

25 & 36 
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HAND CUTTING TOOLS 



Cutters Hand Hammer 

(Short Pattern) 

Made in I-V4 lb. to 4 lb. sizes, graduating in 
quarter pound units. 



Bull Set 

Sizes 8 , 10, 11, 12, 14, and 16 lbs. 



Striking Hammer 
Sizes 6 , 8 , 10, 12, 14, and 16 lbs. 



Paving Cutters Side Hammer 

Sizes 4, 4 - 02 , 5, 5 - 02 , 6 , and 6 -O 2 lbs. 




Paving Cutters Buster 
Made in 18, 20, 22, and 24 lbs. 


Stone Masons or Mash Hammer 

Made in 3, 4, 5, 6,7,8, 10, 12, 14, & 16 lbs. 
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WORKING TOOLS 


27 


SHARPENERS TOOLS 



Beveled Face Sharpeners Hammer 

Made in 2- 3 U, 3, 3- 1 U, 3- l h, 3- 3 k, and 4 lbs. sizes. 



Point and Chisel Tongs 
Made in %" , %" , Vs", l", J-%" and 

l- l k" sizes. 



Bush Hammer Cut Tongs 
Light , Heavy, and Extra Heavy. 



Machine Chisel Tongs 

Made in 3 /s" , 1 h" , s k" , and ^/iq" sizes. 



Surfacer Tooth Chisel Tongs 

Made in 1" , 1 - 1 U" and 1 - 1 li' sizes tor J.S., S.S., and 
L.S. Tooth Chisels. 



Made in two sizes, Small for 6 to 8 lb. hammers. 
Large tor 9 to 10 lbs. hammers. 



Made in two sizes, Small tor 8 to 10 lb. hammers. 
Large for 11 to 16 lbs. hammers. 
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SHARPENERS TOOLS 



Flat Face Stake 



Small Tooth Chisel Stake 
Drilled 



Suriacer Tooth Chisel Stake 
Open Type 



Suriacer Tooth Chisel Stake 
Box Type 


When ordering stakes, specify size and depth of square hole in anvil. 
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SUPPLIES 



Bar re Air Hose 

We carry the following sizes in stock: 


%" 

2 ply 

for Carving Tools 

V2" 

2 & 3 ply 

for Plug Drills 

5 /s" 

2 ply 

for Small Surfacers 

%" 

2 & 3 ply 

for Large Surfacers and 
Jackhammers 

1 " 

2 & 3 ply 

for Quarry Drifter Drills 

1V4" 

2 ply 

for Surfacer Exhaust 



Plug Drill Rotating Wrench 

Used for rotating plug drill bits. 

Hand forged tool steel, hardened, and very 
durable. 



Plug Drill Dust Collar 

Used for keeping the hole being drilled clear 
of dust 



Hose Pliers and Fasteners 

Wire fasteners for hose sizes listed at left. 



Steel Hose Nipple 

For use in end of hose attached to pneumatic 
tool. 

Size 3 /s" for %" Hose, with l U" pipe thread 

Size V2 " for V2" Hose, with l k" pipe thread 

Size %" for 5 /q" Hose, with %" pipe thread 

Size %" for % ,/ Hose, with V2" pipe thread 



Iron Hose Nipple 

Made of double thick iron pipe, for use in end 
of hose attached to supply line. 

Size 3 /s" for %" Hose, with V4" pipe thread 

Size V2" for V2" Hose, with V4" pipe thread 

Size %" for Vs" Hose, with %" pipe thread 

Size %" for %" Hose, with V2" pipe thread 

Size 1 " for 1 " Hose, with %" pipe thread 

Size IV4" for 1 l U" Hose, with 1 " pipe thread 
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SUPPLIES 



Fig. 1 Fig. 2 Fig. 3 


Inlet Bushings 

Size l U" x l U" Fig. 1, l U" male, l k" female thread 
Size 3 /s" x V 4 Fig. 1, male, l U" female thread 
Size P.D. Fig. 2, 3 /s" male, l k" female thread for Plug Drill 
Size L.S. Fig. 3, 3 U" male, V 2 " female thread for Surfacers 



Bane Stopcock 

Turned from solid bar brass , insuring long wear. 
Size 3 /s" for 3 /s" Carving Tool Hose 
Size V 2 " for V 2 " Plug Drill Hose 



Surlacer Aircock and 
Coupling 

Size Vs" for 5 /s" Surface Hose 
Size 3 k" for 3 k" Surface Hose 

Coupling provided with renewable 
rubber gasket. 
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SUPPLIES 





No. 6 


No. 5 


No. 4 


No. 3 


No. 2 


Deep Hole Wedges and Shims 

(Not illustrated) 



Size of 

Size of 

Dia. of 

Approx. Wt. 

Size 

Wedge 

Shim 

Hole 

per sef 

6 in. 

3/ 4 " 

%" 

r-i-Vs" 

1.3 lbs. 

8 in. 

1 " 

w 

1 -V 4 " 

3 

12 in. 

1 " 

%" 

1 -V 4 " 

4.5 " 

18 in. 

1 " 

%" 

1-V4" 

7 

24 in. 

1 " 

%" 

1-V4" 

9.5 " 

36 in. 

1 " 

%" 

1-V4" 

14 

48 in. 

1 " 

%" 

1-V4" 

19 

60 in. 

l-Ve" 

1" 

l-%" 

26 

72 in. 

l-Vs" 

1" 

l-%" 

32 

84 in. 

1-V4" 

1" 

1 -V 2 " 

52 

96 in. 

l-Vi" 

1" 

I-V 2 " 

60 " 


Dia. of hole given is smallest hole these can be used 
in. Wedges and Shims can be used in holes 1 U" 
larger than listed. 

Special Sizes to Order 


Stone Splitting Wedges and Shims 

(Illustrated) 


Size 


Wedge 

Shim 

Weight per 

Number 

Length 

Steel 

Steel 

100 sefs 

2 

2-V2" 

v 2 x y 16 

%" 

17.5 lbs. 

3 

2 -%'' 

V2 X %6 

%" 

19.8 " 

4 

3 " 

V2 X V2 

%" 

28.5 " 

5 

3-V2" 

%6 X V 2 

%" 

36 " 

6 

3 -%" 

%6 X V2 

%" 

37.5 " 

7 

4 " 

5 /s X V2 

%" 

43 " 

Nos. 5-6-7 

can be 

furnished with 

oversize 

shims for use 


in slightly larger holes if desired. 
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SUPPLIES 


Stone Lewis 


Size 

No. 1 

2 

3 

4 

5 

6 

7 

8 

9 


A 

2 

2 Vi 

3 

3V 4 

3% 

4 

4V 2 

5 

5V 2 


B 

2 % 

3V4 

4 

4% 

5 

5V 2 

6 

7 

7V 2 


' 

STONE LEWIS 

; 

10 

6 


8 " 

K-- 

B * 

M 




Note dotted 



Chain 





Average 

Size 

Size of Rings, Hooks, Links, recommended, 


wt. per 

Working 





Size 

100 It. 

Load 

Rings Grab Hooks Round Hooks Grab Links 

3/s " 

166 lbs. 

2385 lbs. 

3/ 4 " 

1 " 

lVs" 

3/4" 

%6 

220 lbs. 

3250 lbs. 

%" 

lVs" 

1V4" 

%" 

¥ 2 " 

275 lbs. 

4240 lbs. 

1 " 

1V4" 

1%" 

1 " 

% 6 " 

350 lbs. 

5370 lbs. 

1 " 

1 %" 

1 V 2 " 

lVe" 

S /8” 

430 lbs. 

6630 lbs. 

lVs" 

1 V 2 " 

l 5 /s" 

IV 4 " 

3/ 4 " 

615 lbs. 

9540 lbs. 

1V4" 

1 %" 

1 %" 

1%" 

7 /s" 

820 lbs. 

12960 lbs. 

1 %" 

1 %'' 

1 %" 

iy 2 " 


C 

3V 4 

3V 2 

4 V 2 

5 

5% 

6V 2 

7V 4 

8 

9 

10 


Thickness 
of lewis 

%" 
y 2 " 
%" 
%" 
%" 
i " 

lVs" 

1V4" 

1%" 

1V 2 " 


Diameter 
of pin 

Vs " 

%" 

1 " 
1V4" 
1%" 
1 V 2 " 
1%" 
1%" 
l 7 /a" 
2 " 


Nominal 

capacity 

lbs. 

3.000 

5.000 

8.000 

12.000 

16.000 
22,000 
30,000 

40.000 

50.000 

60.000 



We carry steel loading chain in stock in the V4" and % 6 " sizes, and 
hand made iron dredge chain in % 6 ", V 2 ", %" and 

Other sizes to order. Prices on request. 


Lilting Dogs 

( Made of steel with Norway Iron rings 
or clevises) 


Grab Link 

( Made of genuine Norway Iron) 






Size 

Size of 
Ring Stock 

Approx, wt. 
per pair 

Nominal 

Capacity 


Grab 

Hook Round Hook 

1 

" x 1 " 

Vi" 

8 lbs. 

¥2 ton 





1V4 

"xl l U" 

Vs " 

14 lbs. 

1 ton 


Large Quarry Dogs 


1 y 2 

"x IV 2 " 

3/4" 

18 lbs. 

2 tons 


Size of 

Approx, wt. 

Nominal 

1% 

" X 1 3/4" 

Vs " 

27 lbs. 

4 tons 

Size 

Clevis 

per pair 

Capacity 

2 

" x 2 ” 

iy 8 " 

40 lbs. 

6 ¥2 tons 

3" x 2 " 

l 5 / 8 " 

100 lbs. 

15 tons 

2Vi 

" x 2 

iy 4 " 

62 lbs. 

9 tons 

4 "x 2 V 4 " 

2 " 

190 lbs. 

20 tons 

3 

" x 2 

l 3 / 8 " 

80 lbs. 

12 tons 

5" x 2Vz" 

2 ¥4” 

240 lbs. 

30 tons 
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SUPPLIES 



Iron Winding Blocks 


Top and bottom faces accurately machined to the following 
sizes: 

2 inches high, in sets of 4 blocks 
2V2 inches high, in sets of 4 blocks 

3 inches high, in sets of 4 blocks 



Lettering Block 

Made of cast iron and accurately finished. 
Sizes, 5" x 6 ”, 6 " x 8 " , and 8" x 12" 


Boxing Tongs 

For use in tightening hoop iron 
around boxes and crates. 




Lathe Discs 

Average Average 

Size weight each Size weight each 

12''x 5 / 8 '' 20 lbs. 16” x %” 43 lbs 

Unless otherwise specified, finished discs will 
be furnished with a IV 2 ” round hole in center, 
countersunk on one side. 



Pneumatic Tool Oil 

"BARRE” Pneumatic Tool Oil is a special white 
spindle oil which will not gum. It is the best for 
all types of pneumatic tools. 

In one gallon and five gallon cans. 
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SUPPLIES 



" BARRE " Straight Edge 


This straight edge is made to clamp onto a stone. 
Soft lead plugs are provided at points of contact 
to prevent damage to finished surfaces, and 
these plugs can be easily renewed when worn. 
Straight edges are furnished in the following 
sizes. In each size, the greatest spread between 
the head and slide is 6 inches less than the full 
length of the straight edge as listed. 

3 ft. xl 1 /* in. 5 ft. xlV4 in. 

6 ft. x 1 l U in. 

4 ft. x 1 l U in. 7 ft. x 1 l U in. 



Handles 

We supply only the best second growth hickory 
handles, guaranteed to give satisfaction. Fur- 
nished in the following sizes: 

10" and 12" Chiseling Hammer Handles. 

13" Hand Hammer Handles, plain and swelled 
end. 

14" Sharpeners Hammer Handles 

18", 20", and 22" Bush Hammer Handles. 

30" Striking Hammer Handles. 


Repairs — All makes of pneumatic carv- 
ing tools and surtacers repaired and re- 
conditioned. Send in your tools for an 

estimate. 

Save your old worn out hand points 
chisels and drills for drawing out into 
useable machine chisels. Write us lor 
particulars. 



Stonecutters Glasses 

Lenses are 2" in diameter and about thick. 

Other Supplies — We carry a 
stock of items such as squares, cam- 
wood, chalk, pencils, etc. Let us know 
your needs. 
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